
SA2FR.V3  SA4FR/38.V2 SA5/RG/14.V2
Max. inlet/output pressure - psi/bar  . . . . . .174/12 . . . . . . . . . . . .174/12 . . . . . . . . . . . .174/12
Working pressure range - psi/bar  . . . . .0-115/0-8 . . . . . . . . . .0-115/0-8  . . . . . . .30-120/2-8.2
Max. flow rate - cfm @ 115 psi/8 bar  . . . . . . . .76  . . . . . . . . . . . . . . .76  . . . . . . . . . . . . . . .76
Ports
Inlet - BSP  . . . . . . . . . . . . . . . . . . . . . . . .1/2�(M)  . . . . . . . . . . .3/8�(M)  . . . . . . . . . . . .1/4�(F)
Outlet - BSP . . . . . . . . . . . . . . . . . . . . .1/4�x2(M) . . . . . . . . . .1/4�x2(M)  . . . . . . . . . . .1/4�(M)

Instructions for:  
AIR FILTER / REGULATORS
Models: SA2FR.V3, SA4FR/38.V2, SA5/RG/14.V2

Thank you for purchasing a Sealey product. Manufactured to a high standard this product will, if used according to these instructions 
and properly maintained, give you years of trouble free performance.


